
The beauty of timeless designs. Witness it with the

JELD-WEN Carriage House Collection. Handsome carriage

house doors in an abundance of design options, made with

affordable, resilient, wood composite materials. Get the

strength of steel and the durability and appearance of real

wood. Low maintenance with no rusting, plus it resists cracks

and shrinkage. Just a classic American carriage house look

and years of hassle-free performance. It’s a beautiful thing.
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#45

#93B

#65A with Grooves

#55B

#6

#55B

Photos shown with optional decorative hardware or locks.



PULL HANDLE WITH STUDS

24" STRAP HINGE WITH STUDS
16" STRAP HINGE WITH STUDS

D E C O R A T I V E  H A R D W A R E

Specifications

PANEL DESIGNS

Carriage House

DECORATIVE WINDOW OPTIONS

CONSTRUCTION

Wood Composite + Insulation + Hardboard

DOOR THICKNESS

POLYSTYRENE INSULATION

R-VALUE

BOTTOM WEATHERSEAL

WINDOW GLASS OPTION

1/8" Tempered Double Strength

DECORATIVE HARDWARE OPTIONS

WIND LOAD1 AVAILABLE

SECTION WARRANTY2

HARDWARE2

7 Designs

•

•

1 5/8''

•

7.98

•

•

•

•

5 Years

3 Years

NOTE: Doors available in
various heights and widths.
Contact your local garage
door dealer for specific details.

1 It is your responsibility to make
sure your garage door meets
local building codes.

2 For complete warranty details, 
visit amarr.com or contact your
local Amarr dealer.

Construction

165 Carriage Court

Winston-Salem, NC  27105

Printed in USA  Form #6100906/100M/HA

Your Local Amarr Dealer:

©2006 Amarr Garage Doors
Individual door designs are protected under U.S.A. copyright laws.

Options
W I N D O W  O P T I O N S

800.503.DOOR

www.amarr.com

WINDOW OPTIONS AVAILABLE FOR CARRIAGE HOUSE DOOR DESIGNS. PLEASE REFER
TO THE AMARR STYLE GUIDE FOR DOOR DESIGN AND WINDOW COMBINATIONS.COMPOSITE

Recycled Wood Fibers

Wood Composite “Super Skin”

Laminated Veneer Support Rails

Environmentally Safe Polystyrene Thermal Insulation

Energy Efficient

Primed and Ready to Paint or Stain

•

•

•

•

•

•

Wood Composite + Insulation + Hard Board

Hard Board
Interior

Polystyrene
Insulation

Wood
Composite

“Super Skin”

Wood
Composite
Overlay

Bottom
Weather Seal

Laminated Veneer
Support Rails

KNOCKERS

1 1/4" CLAVOS

JELD-WEN reserves the right to change specifications without notice.
JELD-WEN is a registered trademark of JELD-WEN, Inc., Oregon, USA.

Amarr is a registered trademark of The Amarr Company, North Carolina, U.S.A.

JELD-WEN® composite doors are primed and require painting or staining on all six sides.
Instructions for painting and staining are available on amarr.com.

DETAIL OF OPTIONAL HARDWARE


	11905Comp-1.pdf
	11905Comp-2.pdf
	11905Comp-3.pdf
	11905Comp-4.pdf
	11905Comp-5.pdf
	11905Comp-6.pdf



